Product launch note
SAFESERIES Contact Extension

Relay modules with positively driven contacts are used for functio-
nal safety. The SAFESERIES Contact Extension uses relays with for-
cibily giuded contacts in accordance with EN 618 10-3 Type A. This
makes it predestined for signal monitoring in applications for the
protection of people and machinery.

The SAFESERIES Contact Extension ensures safe feedback to the
control level. It consists of 4 different pluggable relays with mat-
ching screw sockets in the contact version 2 NO + 2 NC, 3 NO
+ 1 NC, 4 NO + 2 NC, and 3 NO + 3 NC. When the application is
designed according to EN/ISO 13849-1, a performance level of PL
"e" can be achieved. The basic component is also suitable for safety
applications according to IEC/EN 62061 in order to achieve a safe-
ty integrity level of SIL3.
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Klippon®Relay

Your special advantages:
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Klippon®Relay

KITs - Socket including relay

Type Rated control voltage Contact type Contionuous current Connection Qty Order No.
FSKIT 24VDC 3NOTNC FG LD AGSNO AU 24V DC 3NOTNC, forcibily guided (EN 61810-3TypA)  6A Screw connection 1 2759070000
FSKIT 24VDC 2NO2NC FG LD AGSNO AU 24\ DC 2NO2NC, forcibily guided (EN 61810-3 TypA)  6A Screw connection 1 2759080000
FSKIT 24VDC 4NO2NC FG LD AGSNO AU 24\ DC ANO2NC, forcibily guided (EN 61810-3TypA) 6 A Screw connection 1 2759090000
FSKIT 24VDC 3NO3NC FG LD AGSNO AU 24V DC 3NO3NC, forcibily guided (EN 61810-3 TypA) 6 A Screw connection 1 2759100000

Individual relays

Type Rated control voltage Contact type Contionuous current Contact material Qty Order No.
FSR0315024 FG 24V DC 3NO3NC, forcibily guided (EN 61810-3TypA)  BA AgSn0 gold-plated 1 2759030000
FSR0225024 FG 24\ DC ANO2NC, forcibily guided (EN 61810-3TypA)  6A AgSn0 gold-plated 1 2759040000
FSR0425024 FG 24V DC 2NO2NC, forcibily guided (EN 61810-3TypA)  BA AgSn0 gold-plated 1 2759050000
FSR0335024 FG 24\ DC 3NO1TNC, forcibily guided (EN 61810-3 TypA) 6 A AgSn0 gold-plated 1 2759060000
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