




RiLine Busbar Systems 800 A/1600 A (60 mm)

PLS busbar system 
Busbar supports 

For Rittal system Packs of PLS 800 PLS 1600 

Number of poles 3-pole 3-pole 3-pole 3-pole

Busbar center distance mm 60 60 60 60

With internal attachment n n n n

Busbar support, suitable for top mounting n n n n

Rated operating voltage V, ~
1000, 3~ 1000, 3~ 1000, 3~ 1000, 3~

− 1500 (DC) − 1500 (DC)

Approvals − −

Model No. 4 pc(s). 9341.000 9341.050 9342.000 9342.050

Cabinet Material:
–	Polyamide (PA 6.6)
–	Fire behavior corresponding to 
	 UL 94-V0

Colour: 
– RAL 7035

Metric measurements are exact, imperial measurements are rounded.

Note:
–	UL approval only applies in 		
	 conjunction with AC applica- 
	 tions
–	The use of a base tray is  
	 required for UL applications

Technical details:
Available on the Internet



RiLine Busbar Systems 800 A/1600 A (60 mm)

PLS busbar system 
Busbar supports 

For Rittal system Packs of PLS 800 PLS 1600 

Number of poles 3-pole 3-pole 3-pole 3-pole

Busbar center distance mm 60 60 60 60

Model No. 4 pc(s). 9341.000 9341.050 9342.000 9342.050

  
Contact hazard protection  

 

Components Length
inches (mm) Approvals Packs of Model No. Model No.

End Covers − 2 pc(s). 9341.070 9341.070 9342.070 9342.070

Base trays 20 (500) 2 pc(s). 9341.100 9341.100 9342.100 9342.100

28 (700) 2 pc(s). 9341.110 9341.110 9342.110 9342.110

35 (900) 2 pc(s). 9341.110 9341.110 9342.120 9342.120

43 (1100) 2 pc(s). 9341.130 9341.130 9342.130 9342.130

94 (2400) 1 pc(s). 9341.170 9341 9342.170 9342.170

Base tray infills 4 (100) 2 pc(s). 9341.140 9341.140 9342.140 9342.140

Cover sections 28 (700) 2 pc(s). 9341.200 9341.200 9342.200 9342.200

43 (1100) 2 pc(s). 9341.210 9341.210 9342.210 9342.210

Support panels − 5 pc(s). 9341.220 9341.220 9342.220 9342.220

Cross members 6 (160) 2 pc(s). − 9341.050 − 9342.050
  
PLS special busbars E-Cu

 

Version Packs of PLS 800 PLS 1600

Bar cross-section mm2  300 900

Bar thickness mm 5 10

Max. rated current A to
DIN EN 800 1600

UL 508 700 1400

Length
inches (mm)

For enclosures 
width inches (mm)

Approvals Model No. Model No.

19 (495) 24 (600) 3 pc(s). 3524.000 3527.000

27 (695) 32 (800) 3 pc(s). 3525.000 3528.000

35 (895) 39 (1000) 3 pc(s). 3525.010 3529.000

43 (1095) 47 (1200) 3 pc(s). 3526.000 3516.000

94 (2400) various 1 pc(s). 3509.000 3527.000  
Accessories 

Components Approvals Packs of Model No. Model No.

PLS busbar connectors Single connection 3 pc(s). 3504.000 3514.000

Baying connection1) 3 pc(s). 3505.000 3515.000

PLS Expansion connectors2) 3 pc(s). 9320.060 9320.070

Metric measurements are exact, imperial measurements are rounded.

UL-Approved!
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1) Connection from enclosure to enclosure
2) Two PLS busbar connectors (single connectors) are needed to fit one expansion connector

®



Connection Adapters

Rated current max. A Packs  of 63 63 125 125

Rated operating voltage V, ~ 690, 3~ 690, 3~ 690, 3~ 690, 3~

Rated operating voltage (L1 + L2) V − 1000 (DC) − 1000 (DC)

Rated operating voltage (L1 + L3) V − 1500 (DC) − 1500 (DC)

Number of poles 3-pole 3-pole 3-pole 3-pole

Cable outlet Top Bottom Top/Bottom Bottom

Connection of round conductors, fine wire with wire end ferrule mm2 2.5 - 10 2.5 - 10 10 - 25 10 - 25

Connection of round conductors, multi-wire mm2 2.5 - 10 2.5 - 10 16 - 35 16 - 35

AWG 14 - 8 14 - 8 6 - 2 6 - 2

Connection of round conductors, single-wire mm2 2.5 - 10 2.5 - 10 − −

AWG 14 - 8 14 - 8 − −

Clamping area for laminated copper bars, H x W mm − − 7.8 x 10 7.8 x 10

Clamping area for laminated copper bars, H x W (for 5 mm bar thickness) − − − −

Clamping area for laminated copper bars, H x W (for 10 mm bar thickness) − − − −

Height mm 215 215 210 210

Width mm 20 20 55 55

Approvals UL UL UR UL

For busbar systems with center-to-center distance mm 60 60 60 60

For bar thickness mm 5/10 5/10 5/10 5/10

Model No. 1 pc(s). 9342.200 9342.210 9342.220 9342.240

Accessories

Laminated copper bars − −

Cabinet Material:
–	Cover: ABS
–	Chassis: Polyamide (PA 6.6)
–	Chassis 3439.010: Fiberglass- 
	 reinforced, thermoplastic poly-
	 ester (PBT)
–	Fire behavior corresponding to 
	 UL 94-V0

Colour: 
– RAL 7035

Note:
–	The technical data may vary for 
	 UL applications
–	UL approval only applies in 			
	 conjunction with AC application
–	The rated operating voltage for 
	 DC applications depends on the 		
	 busbar arrangement in the busbar 
	 support 9340.050/341.050/9342.050

Technical details:
Available on the Internet

Rated current max. 63 – 125 A



Connection Adapters

Rated current max. A 250 250 600

Rated operating voltage V, ~ 690, 3~ 690, 3~ 690, 3~

Rated operating voltage (L1 + L2) V − 1000 (DC) −

Rated operating voltage (L1 + L3) V − 1500 (DC) −

Number of poles 3-pole 3-pole 3-pole

Cable outlet Top/Bottom Bottom Top/Bottom

Connection of round conductors, 
fine wire with wire end ferrule mm2 35 -120   35 -120 35 - 240

Connection of round conductors, multi-wire mm2 35 -120 35 -120 35 - 240

AWG - MCM 2 - 250 2 - 250 2 - 500

Clamping area for laminated copper bars, H x W mm 15.5 x 18.5 15.5 x 18.5 21 x 24

Clamping area for laminated copper bars, H x W (for 5 mm bar thickness) − − −

Clamping area for laminated copper bars, H x W (for 10 mm bar thickness) − − −

Height mm 210 210 247

Width mm 90 90 180

Approvals UL UL −

For busbar systems with center-to-center distance mm 60 60 60

For bar thickness mm 5/10 5/10 5/10

Model No. 9342.250 9342.270 3439.010

Packs of 1 pc(s). 1 pc(s). 1 set(s)

Accessories

Rated current max. A 800 800 800 1600

Rated operating voltage V, ~ 690, 3~ 690, 3~ 690, 3~ 690, 3~

Rated operating voltage (L1 + L2) V − 1000 (DC) 1000 (DC) 1000 (DC)

Rated operating voltage (L1 + L3) V − 1500 (DC) 1500 (DC) 1500 (DC)

Number of poles 3-pole 3-pole 3-pole 3-pole

Cable outlet Top/Bottom Top/Bottom Bottom Top/Bottom

Connection of round conductors, 
fine wire with wire end ferrule mm2 95 - 185 95 - 185 95 - 185 −

Connection of round conductors, 
multi-wire 

mm2 95 - 300 95 - 300 95 - 300 −

AWG - MCM 3/0 - 600 3/0 - 600 3/0 - 600 −

Clamping area for laminated copper bars, H x W mm 20 x 33 − 33 x 20 −

Clamping area for laminated copper bars, 
H x W (for 5 mm bar thickness)

− 26 x 33 − 27 x 65

Clamping area for laminated copper bars, 
H x W (for 10 mm bar thickness)

− 21 x 33 − 27 x 65

Height mm 246 210 246 210

Width mm 129 150 129 255

Approvals UR UL UL UL

For busbar systems with center-to-center distance mm 60 60 60 60

For bar thickness mm 5/10 5/10 5/10 5/10

Model No. 9342.280 9342.310 9342.300 9342.320

Packs of 1 pc(s). 1 pc(s). 1 pc(s). 1 set(s)

Accessories

Rated current max. 250 – 600 A

Rated current max. 800 – 1600 A



Metric measurements are exact, imperial measurements are rounded.

OM Connection Adapters

Rated current max. A Packs of 16 25 25 25 25 25

Rated operating voltage V, ~ 690, 3~ 690, 3~ 690, 3~ 690, 3~ 690, 3~ 690, 3~

Number of poles 3-pole 3-pole 3-pole 3-pole 3-pole 3-pole

Connection cables, version AWG 12 AWG 12 AWG 12 AWG 12 AWG 12 AWG 12

Connection cables, length mm 165 130 130 130 130 130

With support frame mm 45 x 237 − 45 x 170 45 x 170 − 45 x 170

With support frame supports n − − − − −

With Pin Block n − − n − −

With insert strips − − − − − −

Support rails qty/height mm 1/10 1/10 1/10 1/10 1/10 1/10

Support rail version TS 45D TS 45C TS 45C TS 45C TS 45D
TS 45D  

TS45 D-V

Height mm 272 208 208 208 208 208

Width mm 45 45 45 45 45 90

Approvals UL UL UL UL UL UL

For busbar systems with center-to-center distance mm 60 60 60 60 60 60

For bar thickness mm 5/10 5/10 5/10 5/10 5/10 5/10

Model No. 1 pc(s). 9340.760 9340.310 9340.340 9340.370 9340.320 9340.400

Accessories

Connection pin 20 pc(s). 9340.280 9340.280 9340.280 9340.280 9340.280 −

Insert strip 2 pc(s). 9340.290 9340.290 9340.290 9340.290 9340.290 −

Support rails from page from page from page from page from page from page

OM supports see page see page see page see page see page −

Pin Block 5 pc(s). − − 9342.800 − − 9342.800

Cabinet Material:
–	Polyamide (PA 6.6)
–	Fire behavior corresponding to 
	 UL 94-V0

Colour: 
– Chassis: RAL 7035

Note:
– The technical data may vary for
	 UL applications

Technical details:
Available on the Internet

Rated current max. 16 – 25 A, 
with connection cables



OM Adapters

Rated current max. A Packs of 32 32 32 32 32 32

Rated operating voltage V, ~ 690, 3~ 690, 3~ 690, 3~ 690, 3~ 690, 3~ 690, 3~

Number of poles 3-pole 3-pole 3-pole 3-pole 3-pole 3-pole

Connection cables, version AWG 10 AWG 10 AWG 10 AWG 10 AWG 10 AWG 10

Connection cables, length mm 165 130 130 130 130 130

With support frame mm 45 x 170 45 x 170 45 x 237 45 x 237 55 x 170 55 x 170

With support frame supports − − n n − −

With Pin Block − − − n − −

With insert strips − − − − − −

Support rails qty/height mm 1/10 2/10 2/10 1/10 1/10 2/10

Support rail version TS 45D TS 45C TS 45C TS 45C TS 45D TS 45D TS45 D-V

Height mm 208 208 272 272 208 208

Width mm 45 45 45 45 55 55

Approvals UL UL UL UL UL UL

For busbar systems with center-to-center distance mm 60 60 60 60 60 60

For bar thickness mm 5/10 5/10 5/10 5/10 5/10 5/10

Model No. 1 pc(s). 9340.350 9340.380 9340.390 9340.880 9340.460 9340.470

Accessories

Connection pin 20 pc(s). 9340.280 9340.280 9340.280 9340.280 9340.280 9340.280

Insert strip 2 pc(s). 9340.290 9340.290 9340.290 9340.290 9340.290 9340.290

Support rails from page from page from page from page from page from page

OM supports see page see page see page see page see page see page

Pin Block 5 pc(s). 9342.800 9342.800 9342.800 9342.800 9342.810 9342.810

Rated current max. A Packs of 40 40 40 40 40

Rated operating voltage V, ~ 690, 3~ 690, 3~ 690, 3~ 690, 3~ 690, 3~

Number of poles 3-pole 3-pole 3-pole 3-pole 3-pole

Connection cables, version AWG 8 AWG 8 AWG 8 AWG 8 AWG 8

Connection cables, length mm 130 130 130 130 130

With support frame mm 55 x 170 − − 55 x 237 −

With support frame supports − − − n −

With Pin Block − − − − −

With insert strips − − − − n

Support rails qty/height mm 1/10 2/10 1/15 2/10 2/7.6

Support rail version TS 55D TS 45C Metal TS 55D TS 55D-B Metal

Height mm 208 208 272 272 208

Width mm 55 55 55 55 75

Approvals UL UL UL UL UL

For busbar systems with center-to-center distance mm 60 60 60 60 60

For bar thickness mm 5/10 5/10 5/10 5/10 5/10

Model No. 1 pc(s). 9340.720 9340.740 9340.750 9340.730 9340.710

Accessories

Connection pin 20 pc(s). 9340.280 9340.280 9340.280 9340.280 9340.280

Insert strip 2 pc(s). 9340.290 9340.290 9340.290 9340.290 −

Support rails from page from page from page from page from page

OM supports see page see page see page see page see page

Pin Block 5 pc(s). 9342.810 − − 9342.810 −

Rated current max. 32 A, 
with connection cables

Rated current max. 40 A, 
with connection cables



Circuit-Breaker Component Adapters

Rated current max. A Packs of 100 100 125 125

Rated operating voltage V, ~ 690, 3~ 690, 3~ 690, 3~ 690, 3~

Number of poles 3-pole 3-pole 3-pole 3-pole

Cable outlet Top Bottom Top Bottom

Type of connection Box terminal Box terminal Box terminal Box terminal

Connection of round conductors mm2 10 - 35 10 - 35 35 - 120 35 - 120

AWG - MCM 8 - 2 8 - 2 2 - 250 2 - 250

Clamping area for laminated copper bars,  H x W mm 7.8 x 10 7.8 x 10 15.5 x 18.5 15.5 x 18.5

For switchgear make (model)

ABB (MS 497)
Eaton (PKZ2)

Schneider Electric
(GV3ME80)

Siemens (S3)

ABB (MS 497)
Eaton (PKZ2)

Schneider Electric
(GV3ME80)

Siemens (S3)

ABB (S2, T1, T1 UL,
T2, T2 UL)

Allen Bradley (140-CMN) 
Eaton (NZM1, 

NZM1 UL, BZM B1),  
GE (FD) OEZ (BC160N)

Schneider Electric 
(NS80, NSC100, NSE75, 
NSE100) Siemens (3RV13 
53, 3VT1) Terasaki (E125, 

S125)

ABB (S2, T1, T1 UL,
T2, T2 UL)

Allen Bradley (140-CMN) 
Eaton (NZM1, 

NZM1 UL, BZM B1),  
GE (FD) OEZ (BC160N)

Schneider Electric 
(NS80, NSC100, NSE75, 
NSE100) Siemens (3RV13 

53, 3VT1) Terasaki  
(E125, S125)

Height mm 210 208 225 225

Width mm 72 72 90 90

Approvals UL UL UL UL

For busbar systems with center-to-center distance mm 60 60 60 60

For bar thickness mm 5/10 5/10 5/10 5/10

Model No. 1 pc(s). 9342.400 9342.410 9342.540 9342.550

Product-specific scope of supply

Terminal cover 20 pc(s). − − n n

Sliding blocks  − − n n

Accessories

Support rails 35 x 15 mm 5 pc(s). 9320.120 9320.120 − −

Sliding blocks 6 pc(s). − − 9342.560 9342.560

Connection bracket 3 pc(s). − − 9342.570 9342.570

Insert strip − − − −

Cabinet Material:
–	Polyamide (PA 6.6)
–	Fire behavior corresponding to 
	 UL 94-V0

Colour: 
– RAL 7035

Note:
–	The technical data may vary for 
	 UL applications
–	Cable outlet: Switch outlet or as  
	 outgoing cable from the switchgear

Technical details:
Available on the Internet

Rated current max. 16 – 25 A, 
with connection cables



Circuit-Breaker Component Adapters

Rated current max. A Packs of 250 250

Rated operating voltage V, ~ 690, 3~ 690, 3~

Number of poles 3-pole 3-pole

Cable outlet Top Bottom

Type of connection − −

Clamping area for laminated copper bars, H x W mm − −

For switchgear make (model)

ABB (S3, T3, T4, T3 UL, T4 UL)
Allen Bradley (140 U-J)

Eaton (NZM2, 
NZM2 UL, BZM B2)

GE (FE 250)
Mitsubishi 

(NF125-SGW/HGW, NF160-SGW/HGW) 
OEZ (BD250N, BD250S)

Schneider Electric (NS(X)100, NS(X)160, 
NS(X)250, NSF150, NSF250, GV7) 

Siemens (VL150 UL, VL150X UL, VL160, 
VL160X, VL250, 

VL250 UL, 3RV10 63, 3RV13 63, 
3RV13 64, 3VT2)

Terasaki (L125, H125, S160, H160, L160, 
E250, L250, H250)

ABB (S3, T3, T4, T3 UL, T4 UL)
Allen Bradley (140 U-J)

Eaton (NZM2, 
NZM2 UL, BZM B2)

GE (FE 250)
Mitsubishi 

(NF125-SGW/HGW, NF160-SGW/HGW) 
OEZ (BD250N, BD250S)

Schneider Electric (NS(X)100, NS(X)160, 
NS(X)250, NSF150, NSF250, GV7) 

Siemens (VL150 UL, VL150X UL, VL160, 
VL160X, VL250, 

VL250 UL, 3RV10 63, 3RV13 63, 
3RV13 64, 3VT2)

Terasaki (L125, H125, S160, H160, L160, 
E250, L250, H250)

Height mm 240 240

Width mm 105 105

Approvals − −

For busbar systems with center-to-center distance mm 60 60

For bar thickness mm 5/10 5/10

Model No. 1 pc(s). 9345.600 9345.610

Product-specific scope of supply

Terminal cover − −

Sliding blocks  n n

Connection straps n n

Accessories

Support rails 35 x 15 mm − −

Sliding blocks 6 pc(s). 9342.640 9342.640

Connection bracket 3 pc(s). − −

Insert strip − −

Metric measurements are exact, imperial measurements are rounded.

Rated current max. 160 – 250 A, 
3-pole



Circuit-Breaker Component Adapters

Rated current max. A Packs of 400 400 630 630

Rated operating voltage V, ~ 690, 3~ 690, 3~ 690, 3~ 690, 3~

Number of poles 3-pole 3-pole 3-pole 3-pole

Cable outlet Top Bottom Top Bottom

Type of connection − − − −

Clamping area for laminated copper bars, H x W mm − − − −

For switchgear make (model)

Eaton (NZM3, 
NZM3 UL/400 A) 

Mitsubishi (NF400-
SEW/HEW/REW) 

Schneider Electric 
(NS(X)400, NSJ400) 

Siemens (VL400, 
VL400X UL, 
VL400 UL)

Terasaki (E400, 
S400, H400, L400)

Eaton (NZM3, 
NZM3 UL/400 A) 

Mitsubishi (NF400-
SEW/HEW/REW) 

Schneider Electric 
(NS(X)400, NSJ400) 

Siemens (VL400, 
VL400X UL, 
VL400 UL)

Terasaki (E400, 
S400, H400, L400)

ABB (S5, T5, T5 UL) 
Allen Bradley (140U-L) 

Eaton (NZM3, 
NZM3 UL/630 A) 

Mitsubishi (NF630-
SEW/HEW/REW) 
OEZ (BH630N, 

BH630S)
Schneider Electric 

(NS(X)630, NSJ600) 
Siemens 

(VL630, 3VT3, 
3V10 73, 3RV13 73, 

3RV13 74)
Terasaki (E630, S630)

ABB (S5, T5, T5 UL) 
Allen Bradley (140U-L) 

Eaton (NZM3, 
NZM3 UL/630 A) 

Mitsubishi (NF630-
SEW/HEW/REW) 
OEZ (BH630N, 

BH630S)
Schneider Electric 

(NS(X)630, NSJ600) 
Siemens 

(VL630, 3VT3, 
3V10 73, 3RV13 73, 

3RV13 74)
Terasaki (E630, S630)

Height mm 345 345 345 345

Width mm 140 140 140 140

Approvals UL UL UL UL

For busbar systems with center-to-center distance mm 60 60 60 60

For bar thickness mm 5/10 5/10 5/10 5/10

Model No. 1 pc(s). 9345.720 9345.730 9345.700 9345.710

Product-specific scope of supply

Connection straps n n n n

Sliding blocks  n n n n

Accessories

Support rails 35 x 15 mm − − − −

Sliding blocks − − − −

Connection bracket − − − −

Insert strip 4 pc(s). 9342.720 9342.720 9342.720 9342.720

Metric measurements are exact, imperial measurements are rounded.

Rated current max. 400 – 630 A, 
3-pole



n	 Enclosures
n	 Power Distribution
n	 Climate Control
n	 IT Infrastructure
n	 Software & Services

Rittal Systems Ltd.
6485 Ordan Drive • Mississauga, Ontario L5T 1X2 • Canada 
Phone: 905-795-0777 • Toll-free: 800-399-0748 
E-Mail: marketing@rittal.ca • Online: www.rittal.ca


